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SUNSURE Excelente factor de sombra de hasta el 92%

Transmittance Absorption Shade Factor

0 0.12 0.51 0.37 91

30 0.12 0.53 0.35 -

45 0.11 0.54 0.35 -

75 0.08 0.63 0.29 -

SUNSURE   Shade Factor

Información Técnica

Attribute ASTM Warp Fill Typical

Construction, end/inch D3775 38.0 ±0.5 12.0 ±0.5

Weight, oz/yd
2

D3776-09 - - 15.0

Weight, g/m
2

D3776-09 - - 508.65

Tensile Strength (grab), lbf / kgf D5034-09 559.1 / 253.6 354.8 / 160.9
Tensile Strength (strip), lbf / kgf D5035-11 283.0 / 128.4 165.4 / 75.0
Tear Strength (trapezoidal), lbf / kgf D5733 101.8 / 46.2 65.6 / 29.8
Elongation, % D5035-95 27.3 25.4
Abrasion Resistance
(CS10/500 cycles/ with no added weight) D3884-09 No Exposure of Core Yarn
Flammability Rating CS191-53 & CA117E
Weatherability, 1200 hours G154 Trace Discoloration

Mildew Resistance G21-13 No Growth

Thickness, inches/mm

White Dove Grey Dense Titanium

0.033" / 0.838mm



Black Alabaster

Honey

Ninja Grey

Cocoa

Birch Forest Linen Taupe

Winter Wheat



Autumn Fern

Jade

Forest

Greenlake

Mayan Teal

Sierra Sands

Suncast

Limelight Teal Crush



AzureRoyal Blue Sea Isle Blue

Meridian Red Wineberry

Dark Blue Orange EnvyYellow



Maroon


